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CE Declaration of Performance 
No. DOP-CPR 7000-42506643 

 (Rev. Dat. 01.07.2024) 
 
1.) Unique identification code of the product type: 

Panels for floating installation  
multilayer, modular floor coverings  

according to EN 16511 
 
2.) Type, batch or serial number or any other element allowing identification of the construction product as required under Article 11 (4): 

F-SPC COLLECTION/30 /FS30 / 0,3 mm wearlayer / batch no.: see packaging 
 
3.) Intended use or uses of the construction product, in accordance with the applicable harmonised technical specification, as foreseen by 

the manufacturer: 
Floor coverings for indoor applications 

 
4.) Name, registered trade name or registered trade mark and contact address of the manufacturer as required under Article 11(5):  

PROJECT FLOORS GmbH, Von-Klespe-Straße 1, 50226 Frechen 
 
5.) Where applicable, name and contact address of the authorised representative whose mandate covers the tasks specified in  
Article 12 (2): 

n/a 
 
6.) System or systems of assessment and verification of constancy of performance of the construction product as set out in CPR, Annex V: 

AVCP system 3 
 
7.) In case of the declaration of performance concerning a construction product covered by a harmonised standard: 

The notified body TFI Aachen GmbH (Kennnummer 1658) executed the type approval test  
concerning reaction to fire according to system 3 and issued the following:  

Test report 24-000553-05 
 
8.) In case of the declaration of performance concerning a construction product for which a European Technical Assessment  
has been issued: 

n/a 
 
9.) Declared performance: 

Main features Performance Harmonised technical specification 

reaction to fire 
according to EN 13501-1  EN 14041:2004 

sliding resistance 
according to EN 13893  EN 14041:2004 

Pentachlorophenol content  EN 14041:2004 

Formaldehydemissionen  EN 14041:2004 

Electrical behaviour  (Conductivity) NPD EN 14041:2004 
Electrical behaviour  (conductivity) NPD EN 14041:2004 

Electrical behaviour  (antistatic) NPD EN 14041:2004 

thermal conductivity 

 
 
 
 

0.02m² K/W 

EN 14041:2004 

watertightness NPD EN 14041:2004 
 
Article 31 and 33 of regulation (EG) No. 1907/2006 (REACh) are not applicable for the product identified in points 1 and 2. 
 
10.) The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9. 
 
The declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4. 
 
Signed for and on behalf of the manufacturer by 

ppa. Zoran Stopar, Frechen, 01.07.2024 
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